
NOTES
WWW.LRP.CC/FLOWX

FLOW X STOCK SPEC - V5.1 / V5.2

SETUP - SHEET

 no value / hidden mode Factory default settings F LED blinking fast S LED blinking slow

Value Summary:

22.01.2020

MODE LED 0 1 2 3 4 5 6 7 8 9 10

1

Br
ak

e

Auto Brake (%) 0 1 3 5 7 9 11 13 15 20 25

2 Brake Type F SEMI X X-Stock BD3 BDX-S -

3 Initial Brake (%) S 0 1 3 5 7 9 11 13 15 20 25

4

Th
ro

ttl
e

Initial Drive (%) - 3 5 7 9 12 15 18 21 24 27

5 IDFC F 0 1 2 3 4 5 -

6 Torque Feel 0 1 2 3 4 5 -

7 Timing (°) 0 15 20 25 30 35 40 45 50 55 60

8 Ramp (°/10kRpm) - 10 12 14 16 18 20 25 30 35 40

9  Delay (kRpm) F F 3,5 5 7,5 10 12,5 15 -

10 Protection ALL ESC NONE -

Driver: Motor: Rotor:  mm

Date: Timing:                         °  Gearing:

Event: Battery: Charged to: V

Track: Fan:          ESC                                Motor

Racing Class:                                                         Qualify:                    Finish: ESC Temp.:             blinks            Motor Temp.:    blinks

Size: Small Medium Large Extra Large Air Temp.:                                Track Temp.:

Surface: Dirt Carpet Astroturf Asphalt Car:

Traction: Low Medium High Very High Radio:

Moisture: Dry Damp Wet EPA: % Throttle % Brake                     

Condition: Indoor Outdoor Dusty Hard Packed EXPO: % Throttle % Brake         

 Bumpy Grooved Smooth Loamy


	Sum_Value_19: 0
	Sum_Value_20: 0
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	Sum_Value_22: 8
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	Sum_Value_24: 0
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	Sum_Value_26: 1
	Sum_Value_27: 0
	Notes 2: I used the Graphene4 5900 for the first time and had so much more power at the end of the run which was good.LRP 30mm Fan in front of motor. May try 26T pinion to reduce motor temperature.
	Mode_1: Auswahl1
	Mode_2: Auswahl4
	Mode_3: Auswahl1
	Mode_4: Auswahl8
	Mode_5: Auswahl5
	Mode_6: Auswahl1
	Mode_7: Auswahl1
	Mode_8: Auswahl1
	Mode_9: Auswahl1
	Mode_10: Auswahl2
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	Driver 2: Tristram Neal
	Date 2: 01/02/2020
	Event 2: EOS Round 1 - 2020
	Track 2: Daun Germany
	Class 2: 4WD Buggy Stock 13.5T
	Qualify 2: 1
	Finish 2: 1
	Kontrollkästchen 445: Off
	Kontrollkästchen 446: Off
	Kontrollkästchen 447: Ja
	Kontrollkästchen 448: Off
	Kontrollkästchen 449: Off
	Kontrollkästchen 450: Ja
	Kontrollkästchen 451: Off
	Kontrollkästchen 452: Off
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	Kontrollkästchen 464: Off
	Kontrollkästchen 465: Off
	Kontrollkästchen 466: Ja
	Kontrollkästchen 467: Off
	Motor 2: MM 10.5T handout
	Rotor 2: handout
	Timing 2: fixed 30
	Gearing 2: 27/76
	Battery 2: #431285 5900
	Charged 2: 8.40
	Fan_Check 2: Off
	Fan_Text 2: No
	Motor_Check 2: Ja
	Motor_Text 2: #501800
	ESC_Blinks 2: 1
	Motor_Blinks 2: 
	Ambient Temperature 2: 22 deg
	Car 2: Schumacher CAT L1 Evo
	Radio 2: Sanwa M17
	EPA_Throttle 2: 100
	EPA_Brake 2: 100
	EXPO_Throttle 2: 0
	EXPO_Brake 2: 0
	Schaltfläche 120: 
	Ambient Temperature 5: 
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