
Driver: Motor: Rotor: mm

Date: Timing: ° Gearing:

Event: Battery: Charged to: V

Track: Fan:          ESC Motor

Racing Class: Qualify: Finish: ESC Temp.:             blinks            Motor Temp.: blinks

Size: Small Medium Large Extra Large Air Temp.: Track Temp.:

Surface: Asphalt Carpet Car:

Traction: Low Medium High Very High Radio:

Moisture: Dry Damp Wet EPA: % Throttle % Brake                     

Condition: Indoor Outdoor EXPO: % Throttle % Brake  

WWW.LRP.CC/FLOWX

FLOW X TC SPEC - V4.3

SETUP - SHEET

no value / hidden mode Factory default settings F LED blinking fast S LED blinking slow

Value Summary:

01.09.2018

MODE LED 0 1 2 3 4 5 6 7 8 9 10

1

Br
ak

e

Auto Brake (%) 0 3 6 9 12 15 20 25 30 35 40

2 Brake Type F SEMI X X BDX10 BDX20 -

3 Initial Brake (%) S 0 3 5 7 9 12 15 18 21 25 30

4

Th
ro

ttl
e

Initial Drive (%) - 1 2 3 4 5 7 9 11 13 15

5 Torque Feel 0 1 2 3 4 5 6 7 8 9 10

6 Timing (°) 0 10 15 20 24 28 32 36 40 45 50

7 Ramp (°/10kRpm) 3 5 7 8 9 10 11 12 13 14 15

8  Delay (kRpm) F F 10 15 20 25 30 35 -

9 Trigger Dependency OFF 1 2 3 4 5 6 7 8 9 10

10 Automatic Turbo F F F OFF ON -

11 Protection ALL ESC NONE -


	Schaltfläche 146: 
	Schaltfläche 147: 
	Schaltfläche 148: 
	Schaltfläche 149: 
	Schaltfläche 150: 
	Schaltfläche 151: 
	Schaltfläche 152: 
	Schaltfläche 153: 
	Schaltfläche 154: 
	Schaltfläche 155: 
	Schaltfläche 156: 
	Schaltfläche 157: 
	Schaltfläche 158: 
	Schaltfläche 159: 
	Schaltfläche 160: 
	Schaltfläche 161: 
	Schaltfläche 162: 
	Driver 4: Ronald Völker
	Date 4: 07-09.02.2020
	Event 4: ETS Rd.2
	Track 4: Daun, Germany
	Class 4: Modified
	Qualify 4: P1
	Finish 4: P1
	Kontrollkästchen 491: Off
	Kontrollkästchen 492: Ja
	Kontrollkästchen 493: Ja
	Kontrollkästchen 494: Off
	Kontrollkästchen 495: Off
	Kontrollkästchen 496: Ja
	Kontrollkästchen 497: Off
	Kontrollkästchen 498: Ja
	Kontrollkästchen 499: Ja
	Kontrollkästchen 500: Off
	Kontrollkästchen 501: Ja
	Kontrollkästchen 502: Off
	Kontrollkästchen 503: Off
	Kontrollkästchen 504: Ja
	Kontrollkästchen 505: Off
	Motor 4: X22 5.0t
	Rotor 4: 12.1
	Timing 4: 19,5
	Gearing 4: 7.9
	Battery 4: G4 #431273 4000
	Charged 4: 8.38
	Fan_Check 4: Ja
	Fan_Text 4: std
	Motor_Check 4: Off
	Motor_Text 4: 
	ESC_Blinks 4: 1
	Motor_Blinks 4: 4
	Ambient Temperature 8: 18-22°
	Car 4: Yokomo BD10
	Radio 4: Sanwa M17
	EPA_Throttle 4: 96
	EPA_Brake 4: 96
	EXPO_Throttle 4: -15
	EXPO_Brake 4: 0
	Mode_1: Auswahl4
	Mode_2: Auswahl3
	Mode_3: Auswahl8
	Mode_4: Auswahl1
	Mode_5: Auswahl6
	Mode_6: Auswahl3
	Mode_7: Auswahl3
	Mode_8: Auswahl4
	Mode_11: Auswahl3
	Sum_Value_37: 3
	Sum_Value_38: 3
	Sum_Value_39: 7
	Sum_Value_40: 1
	Sum_Value_41: 5
	Sum_Value_42: 2
	Sum_Value_43: 2
	Sum_Value_44: 3
	Sum_Value_45: 3
	Notes 4: • Optional X22 12.1mm WorksTeam Modified Rotor #520503 used for smoother acceleration and deceleration.• Optional X22 Aluminium Endplatte #520500 used for improved cooling.• In case Ronald's power settings are too aggressiv for you, very popular was, and used by Elliott Harper to finish in P8: X22 5.5T, Gearing 7.7, other settings unchanged.
	Ambient Temperature 9: 
	Mode_9: Auswahl4
	Mode_10: Auswahl1
	Sum_Value_46: 0
	Sum_Value_47: 2


